
Ins-30036 Hands free keyfob pack for Switch2

Initialising a new system
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1. At installation, present this card to the 
reader to validate the tokens in this pack

2. To re-validate a user token present this
enrolment card to the reader followed by the 
user token

FUNCTION CARD
enrolment card
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1 2 3 4

1. Take the enrolment card from the new pack.
2. Present the enrolment card to the reader.
3. The reader beeps and the LED’s light up.
4. ALL USERS ARE NOW VALID. Return enrolment card to pack.

Keyfob - give to user.

Shadow card - write name of user 
on this card.

Issuing keyfobs

The keyfobs are provided in plastic pouches to 
keep each keyfob with its associated shadow card. 
The card wallet is provided to store the shadow 
cards once the keyfobs have been issued.

WARNING: Do not deal with more than one user at the 
same time. The security and administration of your 
system will be seriously compromised if unmarked 

cards become mixed up.

1 2 3 4Bar a user

Take the matching shadow card and present it to each reader on 
your site.  The user keyfob is now barred.

A barred keyfob can be re-validated by presenting an active 
enrolment card followed by the user keyfob to the reader.

To add a new pack, first present an 
enrolment card from an existing active 
pack,  followed by the enrolment card 
from the new pack.

Adding another pack to an 
existing system

Each user has a matching pair of tokens.
DO NOT MIX UP THE PAIRS

Paxton



Handsfree Cards and Fobs have been tested to give a realistic representation of read ranges users can 
expect to see when taking into consideration different environmental factors.

P38 0.20 0.10 0.00 0.40 0.30 0.00 20-25 

P50 0.30 0.20 0.15 0.50 0.40 0.30 20-25

P75 0.50 0.30 0.30 0.80 0.50 0.40 20-25 

P200 1.30 0.80 0.40 1.80 1.00 0.50 20-25

P200M 1.30 0.80 0.40 1.80 1.00 0.50 20-25

5.00 3.00 2.00 5.00 1.50 1.00 20-25

    

  Results shown in meters only
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These products are not suitable for retail sale.  All warranties are invalid if these products are not installed by a competent person. 

Paxton Access Ltd hereby declares that this product is in conformity with all the essential requirements of the Directive 2014/53/EU. http://paxton.info/4867

The full declaration of conformity is provided at: http://paxton.info/3910

Contact details are provided at: http://paxton.info/596
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